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TAKE LOCATION DISCOVERY SYSTEM 
TO NETWORK SITE OR ENTITY OF INTEREST 



402 



CONNECT DISCOVERY SYSTEM 
TO RESPECTIVE COMPUTER NETWORK 



404 



DIRECT GPS RECEIVER TO OBTAIN 
PHYSICAL COORDINATES 
FOR NETWORK SITE OR ENTITY 



406 



GPS RECEIVER PASSES 
PHYSICAL COORDINATES 
TO LOCATION DISCOVERY ENTITY 



408 



DISPLAY OBTAINED PHYSICAL COORDINATES 
FOR CONFIRMATION 



-410 



SEND NETWORK MESSAGE CONTAINING 
THE PHYSICAL COORDINATES 
TO THE COMPUTER NETWORK'S DESIGNATED 
INTERMEDIATE DEVICE 



412 



NETWORK MESSAGE IS RECEIVED 
ON SPECIFIC PORT OF DESIGNATED 
INTERMEDIATE DEVICE 



414 



NETWORK MESSAGE AND PORT ON WHICH 
NETWORK MESSAGE WAS RECEIVED ARE 
PASSED TO THE RECORDING/REPORTING ENTITY 
OF THE DESIGNATED INTERMEDIATE DEVICE 



416 



TO FIG. 48 

FIG. 4A 



5/8 



FROM FIG. 4A 



i 



RECORDING/REPORTING ENTITY USES 
THE PORT NUMBER TO INDEX INTO 
AN ENTRY OF THE GEO-LOCATION TABLE 






RECORDING/REPORl 
PHYSICAL COORDIN 
OF INDEXED GEO-LO( 


riNG ENTITY STORES 
ATES IN FREE CELL 
NATION TABLE ENTRY 



CW> -422 



FIG. 4B 
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IN RESPONSE TO GPS RECEIVER BEING 
UNABLE TO OBTAIN VALID COORDINATES 
FOR NETWORK SITE OR ENTITY OF INTEREST, 
TAKE DISCOVERY SYSTEM TO 
SUBSTITUTE LOCATION WHERE GPS 
RECEIVER CAN OBTAIN VALID COORDINATES 



502 







DIRECT GPS RECEIVER TO OBTAIN 
PHYSICAL COORDINATES OF SUBSTITUTE 
LOCATION AND BUFFER COORDINATES 




r 


BEFORE MOVING DISCOVERY SYSTEM 

FROM SUBSTITUTE LOCATION, 
ACTIVATE INERTIAL NAVIGATION UNIT 






RETURN DISCOVERY SYSTEM 
TO NETWORK SITE OR ENTITY OF INTEREST 






DURING RETURN TRIP, 
DISCOVERY ENTITY MONITORS SIGNALS 
FROM INERTIAL NAVIGATION UNIT 







504 



506 



508 



510 



DISCOVERY ENTITY INTEGRATES SIGNALS 
FROM INERTIAL NAVIGATION UNIT 
WITH PHYSICAL COORDINATES 
OF SUBSTITUTE LOCATION 
TO DERIVE PHYSICAL COORDINATES FOR 
THE NETWORK SITE OR ENTITY OF INTEREST 



FIG. 5 
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^600 


IP DESTINATION ADDRESS 


606 


IP SOURCE ADDRESS 


608 


TYPE ERROR CODE CHECKSUM 


614 


610^ 612^^ SOURCE DEVICE'S 




PHYSICAL COORDINATES 


616 



FIG. 6 
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